


  Technical Data :

Operating Temp.: -20°C ... +60°C

Storage Temp: -40°C ... +85°C

Frequency: ETSI (EU)865.6-867.85 MHz, 

  869.85 MHz

  MIC (Korea) 910-914 MHz

  FCC (NA)902-928 MHz

  SOUMU (Japan) 952-954 MHz

  SRRC (China) 920.25-924.75 MHz

RFID protocol: EPCglobal Gen 2 (ISO 18000-6C)  

  with full Anti-Collision, DRM and

  advanced Anti-Jamming

Regional Support:  Programmable for North America,

  Europe (including TG34),

  Korea, Japan und China

Rules: FCC 47 CFG Ch. 1 Part 15

  Industrie Canada RSS-210

  ETSI EN 302 208-1

  Including Listen-Before-Talk 

  (LBT) Support

Tag Read Rate: Over 160 tags/second

Max. reading distance: 4,00m (Version SCANNDYgun)

  0,30m (Version SCANNDYbasic)

Weight including battery:  139g (Version SCANNDYbasic)

  468 g (Version SCANNDYgun)

All versions can be supplied with Bluetooth or cable (RS232, 

PS/2, USB). SCANNDYgun can additionally also communicate 

via GPRS or WiFi. 
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